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Irrigation Guide

PERCENT STORAGE
RESIDUE DUE TO

RESIDUE
SLOPE->� 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 5.0

0 0  - - - - -  > 0.5 0.44 0.38 0.3 0.26 0.2 0.16 0.1 0.0
10 0.01  - - - - -  > 0.51 0.45 0.39 0.31 0.27 0.21 0.17 0.11 0.01
20 0.03  - - - - -  > 0.53 0.47 0.41 0.33 0.29 0.23 0.19 0.13 0.03
30 0.07  - - - - -  > 0.57 0.51 0.45 0.37 0.33 0.27 0.23 0.17 0.07
40 0.12  - - - - -  > 0.62 0.56 0.5 0.42 0.38 0.32 0.28 0.22 0.12
50 0.18  - - - - -  > 0.68 0.62 0.56 0.48 0.44 0.38 0.34 0.28 0.18
60 0.24  - - - - -  > 0.74 0.68 0.62 0.54 0.5 0.44 0.4 0.34 0.24
70 0.35  - - - - -  > 0.85 0.79 0.73 0.65 0.61 0.55 0.51 0.45 0.35

*Doesn't include any mechanical storage

Dillon et. al., ASAE Transactions 1972, pg. 996 - 1001, Table 6

*TOTAL SURFACE STORAGE (inches)

SURFACE STORAGE DUE TO
RESIDUE LEVELS

AND SLOPE

AVAILABLE SURFACE STORAGE FOR BARE
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